
EndoGuidance 
SUCTION IRRIGATION SYSTEM 

EndoGuidance Suction Irrigation System Instruction for Use 

The following information should be read before using this device. 

PRODUCT DESCRIPTION: 

The EndoGuidance Suction Irrigation System is a sterile, single-use and multifunctional instrument which 

achieves 2 functions in one device. EndoGuidance Suction Irrigation System is available both in a 5mm and10 

mm instrumentation with double spike tubing. 

INTENDED USE: 

The Suction Irrigation System is intended for the delivery of solution/irrigate to, and aspiration of fluids/smoke 

from, the operative site during laparoscopic surgical procedures to aid visualization. 

INDICATIONS: 

The device is designed to provide controlled suction/irrigation during laparoscopic procedures with the help of 

medical suction equipment. The pulsatile action of the pump mechanism helps flush blood and tissue debris 

from the operative site during laparoscopy to aid visualization. It may also be used for resection of filmy 

adhesions (i.e., hydrodissection) and peritoneal lavage. 

CONTRAINDICATIONS: 

This product is indicated only for laparoscopic suction/irrigation. Use of this product in hysteroscopy or for cavity 

distention is contraindicated. 

Use of this device for intra-abdominal irrigation is contraindicated whenever laparoscopy is contraindicated. See 

operator's manual of your laparoscope for absolute and relative contraindications. 

DIRECTIONS FOR USE: 

1. Remove the Suction Irrigation System from the package.

2. Remove Probe cap and insert the spike to the desired irrigation pump, please close the white clamp before

inserting the irrigation pump.

3. Connect suction adapter ( end of white tubing) to patient port of suction bottle machine, please follow

instructions provided by suction machine manufacturer.

4. Insert the shaft through the desired 5mm trocar sheath.

5. The suction and irrigation functions are operated by white and blue trumpet valve. To operate the suction

and irrigation feature, please follow instructions provided by suction machine and irrigation pump

manufacturer.
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